
              

 

RULES AND REGULATIONS 
~BOOTH DISPLAY~ 

 

DECORATION 
• Show Management has the authority to determine whether placement, arrangement, and appearance of all items displayed 

by the exhibitor are in compliance with show standards, and may require the replacement, rearrangement, or redecoration of 

any item or of any booth, and no liability shall be held against Show Management for costs that may thereby be incurred by 

the exhibitor. 

• All exposed areas of the display must be finished surfaces, including the back and sides.  Show Management reserves the 

right to drape any visible unfinished portions of an exhibitor’s booth at the expense of the exhibitor. 

• Please review the IAEE Guidelines for additional information regarding the specific restrictions for your booth (including 

Sightline Regulations). These guidelines can be found on the Online Exhibitors Services Manual. 

 

Any displays not conforming to the exhibit specifications outlined in the IAEE Guidelines must have Show Management 

approval in writing 60 days prior to move-in. 

 

ELECTRICAL WIRING 
• All electrical wiring on booths or display fixtures must be UL-approved and must meet local fire department regulations 

(3-wire only). This applies to all booth construction and equipment used in the exhibit. Please ensure that these 

specifications are met before sending your booth to the show. 

• Use of another exhibitor’s electrical hookup is strictly forbidden due to the potential fire and hazard risks. In the event that 

the Exhibit Hall is damaged or destroyed due to negligence or failure on the part of the exhibitor to comply with the local 

fire agency and fire and hazard regulations, the exhibitor is responsible and liable for all damages incurred. 

 

EQUIPMENT DISPLAY PERMITS 
• Any display using heat-producing equipment (welding equipment, soldering devices, ovens, hot plates, etc.) requires a 

permit from the Fire Marshal. All demonstrations, using heat-producing equipment and placed in the front half of the 

booth, must be protected with an 18" high,  ¼"-thick, clear plastic shield. This shield must protect the front and sides of the 

demonstration area. Approved welding screens are required for any welding equipment. 

• Any display using any electrical, mechanical, or dust-producing equipment that incorporates moving parts requires a permit 

from the Fire Marshal. A safeguard may also be required for the attendee’s protection. (Permits are not required for normal 

electrical appliances such as lamps, computers, radios, etc.) 

 

 Please refer to the Fire Department area of this website for more information.  

 
FIREPROOFING 
• All materials used in the construction and decoration of an exhibit must be flame-retardant. All carpeting and floor 

covering must have a Class 1 flame spread rating and UL between 0 and 25. No storage of any materials is allowed in the 

utility area. A Fire Marshal will be on-site from setup through dismantle conducting routine inspections (see “Utility Areas”). 

 

FLOOR COVERING 

• All booth spaces must remain fully carpeted. Carpeting enhances your corporate image and continues the overall 

professional look of the show. You may supply your own carpeting or rent carpet from RES. All carpet must be fire-

retardant in compliance with local fire department regulations (refer to “Fireproofing” above). 

• Any exhibit space not carpeted by 5:00 PM Monday, Sept. 22, is subject to carpet installation by Show Management, which 

will be billed to the exhibiting company. 



              

 

 

RULES AND REGULATIONS 
~BOOTH DISPLAY~ (CONT.) 

 

HANGING SIGNS 
• Hanging signs above booths—other than island and peninsula booths—is not permitted. All exhibit material, including 

signs, must be enclosed within the confines of the space rented. Please refer to the IAEE Guidelines on this website. 
 
HAZARDS 
• Any hazardous items used in displays must be properly safeguarded, protected, and registered in accordance with 

applicable city, state, and federal regulations. Submission of required documents is the sole responsibility of the exhibiting 

company. Hazardous items include, but are not limited to, the following: 

 

� Evacuated containers or components         � High-voltage equipment 

� Radioactive material         � Particle accelerators 

� X-ray producing equipment         � Flammable and explosive materials 

 

• Equipment demonstrations must not, in the judgment of Show Management, pose a radiation hazard. If the equipment has 

energy beams that might be hazardous, such energy beams must be deactivated or made inoperable before installation. Any 

hazardous items that will be present in a display must be approved by the local fire department/agencies in writing with 

copies to Show Management 60 days prior to the show. Submission of required documents is the sole responsibility of the 

exhibiting company. 

 

LIGHTING 
• Overstatement in lighting design is to be avoided.  Devices that flash, rotate, or blink (strobe lights, beacons, etc.) in an 

exhibit are strictly prohibited. Show Management will monitor exhibitor lighting displays and may ask that lighting be 

disabled if it becomes an annoyance to surrounding exhibitors or attendees. 

 
 

Any violation of the utility area regulation may result in the loss of priority status at future shows.  The Fire 
Marshal conducts daily checks of the utility areas.  Any items found in the utility area will be sent to empty 
storage.  Additionally, the exhibitor may be given — and will be held responsible for — a citation and / or fine 

                    from the Fire Marshal. 
 


